


GENERAL SPECIFICATIONS

Acceptance Rate
98% or greater

Dimensions (without Bezel)
H168 x W104 x D221.5 (mm) with SH300 Cash Box

H247.8mm with SH1000 Cash Box

Weight Empty
Approx. 2.0 kg with SH300 Cash Box

Supply Voltage
12V DC (+/- 5%)
24V DC (+/- 5%)

Cash Box Type
Lockable and Removable

Cash Box Capacity
300 notes (new banknotes)

1000 notes (new banknotes)

Recycler (option)
RC30 (30 notes, 1 denomination)
RC Twin (30 notes each, 2 denominations)

Barcode Reading
2 ways (face up)
Interleaved 2 of 5

Bezel
One single size
Metal bezel (optional)

Interface
RS232, PC, TTL, USB

Power Supply Requirements
Without RC: DC12/24V 30W or more recommended

With RC: DC12/24V 70W or more recommended

Environment

Operating temperature: +5°C to +50°C
Storage temperature: -20°C to +60°C
Operating humidity: 15%RH to 85%RH

Cash Box Options
With SH300

With SH1000

/ Sealing Band

\
Thumb Lock or

Coin Lock

Double-security Cash Box

No Compromise in Security

Sealed transport path and high-security
features against frauds
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